
PRODUCT DESCRIPTION
The Arno®Press CB 200 is designed for the efficient compaction of depolluted end-of-life vehicles into dense, homogeneous bales. Using multi-directional hydrau-
lic pressure, the machine forms a compact cuboid bale with high bulk density, optimised for logistics and direct use in steel mills and foundries.

Heavy hydraulic lids with integrated cutting edges pre-press the vehicle and shear off protruding parts. The main press cylinder then performs longitudinal com-
paction, forming the final bale density. A hydraulic guillotine or lifting door closes the press chamber during compaction and opens to discharge the finished bale.

The Arno®Press CB 200 combines robust pressing technology with replaceable, corrugated Hardox® wear plates for reduced abrasion and efficient material flow. 
Siemens S7 control, position and pressure sensors, and a cloud-connected data logger support digital process control, remote monitoring, live diagnostics and 
predictive maintenance.

TECHNICAL DATA
Technical specification Unit Value

Press material Car body shells (empty)

Cycle time s 65 

Lid cylinders kN 2 × 1,500 per side

Feed cylinder kN 1,850

Door cylinders kN 2 × 15

Bale size mm 600 × 600

Total weight t approx. 65

Overall dimensions (L×W×H) mm 17,700 × 3,200 × 2,500

Trough clear opening mm L 6,000 ×W 2,100
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ATM Recyclingsystems GmbH (Arnold Technology for Metal Recycling) develops, engineers, manufactures and services complete metal recycling systems 

for the treatment of secondary raw materials — High Performance Metal Recycling. With more than 80 years of experience and as part of the international 

ASCO Group, ATM supports customers from the first concept and material analysis through to commissioning and long-term after-sales support. The com-

pany’s integrated approach combines strong engineering expertise with in-house machine production, plus worldwide spare parts supply and service.

ATM’s portfolio covers a broad range of technologies and applications — including briquetting and baling, cutting and breaking, shredding, as well as solu-

tions for demanding “special materials” such as grinding sludge, batteries, slags or PV-related materials. In the ATM Test & Competence Center, materials can 

be tested and processes optimized to configure the best solution for each customer’s requirements.

Josef-Ressel-Gasse 8 | 8753 Fohnsdorf | AUSTRIA

Tel.: +43 3573 / 27 5 27-0

Email: office@atm-recyclingsystems.com
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