
PRODUCT DESCRIPTION
The ARNO®PRESS D series consists of robust baling presses designed for the efficient compaction of bulky and mixed scrap materials. The cutting lid enables 
effective pre-compression and cutting of bulky parts, ensuring fast and clean processing. 
 
Suitable for scrapyards and non-ferrous metal plants, the presses can compact materials such as steel, stainless steel, aluminium, brass, copper, lead, and 
car body parts. Depending on the application, the machines can be operated manually or automatically and equipped with additional solutions for mobile 
operation and material handling.

TECHNICAL DATA

Technical specification Unit 2 stages 80 - 2 100 - 2 3 stages 100 - 3 150 - 3 300 - 3 500-3 800-3 

Standard package size mm 400x300 600x200 300x300 400x400 600x400 600x600 600x600

Optional package size mm - 600 x 400 400x400 600x400 300x300 - -

Main cylinder force kN 800 1.000 1.000 1.500 3.400 5.000 8.000

Package density steel kg/dm3 < 2.0 < 2.5 < 3.0 < 3.0 < 2.9 < 2.9 < 3.6

Package density aluminum kg/dm3 < 1.0 < 1.0 < 1.2 < 1.2 < 1.0 < 1.0 < 1.2

Package density copper kg/dm3 < 3.0 < 3.0 < 3.5 < 3.5 < 3.3 < 3.3 < 4.1

*Steel capacity t/h < 2.0 < 4.0 < 5.0 < 13.0 < 27.0 < 36.0 < 29.0

*Aluminum capacity t/h < 0.8 < 1.2 < 2.4 < 5.0 < 10.0 < 13.0 < 10.0

*Copper capacity t/h < 2.5 < 4.5 < 6.0 < 16.0 < 31 < 41 < 34

Cycle time s > 45 > 45 > 50 > 50 > 55 > 62 > 95

Standard drive power kW 22 22 30 90 220 220 300

Increased drive power kW - - 37 110 150 - -

Installation area m x m 4.0 x 1.6 5.0 x 1.6 6.2 x 3.8 7.5 x 7.0 10.0 x 8.0 10.5 x 8.0 10.5 x 8.0
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ATM Recyclingsystems GmbH (Arnold Technology for Metal Recycling) develops, engineers, manufactures and services complete metal recycling systems 

for the treatment of secondary raw materials — High Performance Metal Recycling. With more than 80 years of experience and as part of the international 

ASCO Group, ATM supports customers from the first concept and material analysis through to commissioning and long-term after-sales support. The com-

pany’s integrated approach combines strong engineering expertise with in-house machine production, plus worldwide spare parts supply and service.

ATM’s portfolio covers a broad range of technologies and applications — including briquetting and baling, cutting and breaking, shredding, as well as solu-

tions for demanding “special materials” such as grinding sludge, batteries, slags or PV-related materials. In the ATM Test & Competence Center, materials can 

be tested and processes optimized to configure the best solution for each customer’s requirements.

Josef-Ressel-Gasse 8 | 8753 Fohnsdorf | AUSTRIA

Tel.: +43 3573 / 27 5 27-0

Email: office@atm-recyclingsystems.com
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