
PRODUCT DESCRIPTION
The ARNO® SORT provides efficient sorting solutions for the recovery and separation of valuable materials from metal scrap. By combining different sort-
ing technologies, the system can be adapted to separate materials according to their properties, composition, magnetic characteristics, and size. 
 
Depending on the application, sensor-based sorting, magnetic separation, eddy current separation, drum screens, and vibrating screens can be used to achieve 
efficient material classification and recovery. ARNO® SORT solutions are developed and adapted to the specific requirements of modern recycling processes.
integration into existing production lines.

TECHNICAL DATA

Technical specification Unit Arno® Sort 400 Arno® Sort 800 Arno® Sort 1200 Arno® Sort 1600 Arno® Sort 2000

Length (axle spacing) mm 2500 3000 3500 4500 5000

Total width mm 754 1154 1554 1954 2354

Conveyor width mm 400 800 1200 1600 2000

Feeding height mm 1554 1654 1654 1654 1654

Weight kg 850 1150 1400 1650 1900

Motor KW 2.2 3.0 3.0 3.0 3.0

Sound emission dBA 65 65 70 70 75

Power consumption KW 2.5 4.0 5.5 7.0 8.5

Connected load KW 3.0 5.5 8.0 10.5 13.0

 Data may vary
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ATM Recyclingsystems GmbH (Arnold Technology for Metal Recycling) develops, engineers, manufactures and services complete metal recycling systems 

for the treatment of secondary raw materials — High Performance Metal Recycling. With more than 80 years of experience and as part of the international 

ASCO Group, ATM supports customers from the first concept and material analysis through to commissioning and long-term after-sales support. The com-

pany’s integrated approach combines strong engineering expertise with in-house machine production, plus worldwide spare parts supply and service.

ATM’s portfolio covers a broad range of technologies and applications — including briquetting and baling, cutting and breaking, shredding, as well as solu-

tions for demanding “special materials” such as grinding sludge, batteries, slags or PV-related materials. In the ATM Test & Competence Center, materials can 

be tested and processes optimized to configure the best solution for each customer’s requirements.
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